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CABLINE
®

 lV 0.5mm Pitch      Horizontal Type

【Applicable Cable Size】

10p, 30p 

PLUG Connector Set (for Cable)

RECEPTACLE Connector Set
                                 (for PC Board)
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Parts Ordering (HOUSING)

Parts Ordering (SHELL A)
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Product Parts

【Number of Position】

【Ordering Code】

POS.

Packaging Tray

POS.
Packaging

【Material / Finish】

Material Plating / Color

PLUG

RECEPTACLE

HOUSING
CONTACT
SHELL A
SHELL B

HOUSING
CONTACT

SHELL

SGC

TWINCOAX

DISCRETE

AWG #32, #34, #36, #40

AWG #40

AWG #32, #36

BOSS

10: 10pos.   30: 30pos.

With
Without0

1
With
Without

E

2
1

Emboss Tape

Nickel Barrier

LCP UL94V-0
COPPER ALLOY

STAINLESS STEEL
STAINLESS STEEL

LCP UL94V-0
COPPER ALLOY
COPPER ALLOY

BLACK
Au

Sn-Cu

BLACK
Au

Sn-Cu

Sn-Cu

10: 10pos.   30: 30pos.

2010/05R4

・　Half the projected area of CABLINE® ll HT1,
    Mating depth : 5.3mm, Mating height ： 1.0mm.

・　Impedance matching aqnd EMI performance
    with METAL SHELL

・　Stable mating with housing lock mechanism.

・　Soldering connection
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PLUG

RECEPTACLE

CABLINE® lV

 

CABLINE® lV RECE

CABLINE® lV PLUG
20325-0**T-02

20327-0**E-**

RECOMMENDED PATTERN LAYOUT

Set P/N : 20325-0**T-02 POS. A B C D E
10p
30p

4.5
14.5

7.5
17.5

9.3
19.3

10.5
20.5

6.5
16.5

POS. PART NO. A B C D E F G
10p
30p

20327-010E-**
20327-030E-**

10.4
20.4

4.5
14.5

11.4
21.4

8.6
18.6

0.75
0.75

6.0
16.0

11.1
21.1

MATED VIEW

A

C
B
A

0.5
DEPTH : 0.8

2.
25

1.
75

1.
2

2.
95

0.
35

(4
.5

)

IPX

MUST BE SOLDERING

E-1.2
E
D

0.55

1.0

(0.525)

(1
.0

)

(0
.4

75
)

(0.35) (5.30)

A
B

0.5 0.15Pos.1 Pos.n

C

0.
3

1.
03

1.
45

D

0.
4

φ0.8

4.2

1.03

1.
0

G
D
B

0.5 0.3

±0.05

±0.03

±0.05

±0.03

±0.05

1.
73

1.
53

1.
2

1.
85

±
0.

1

±
0.

1
±

0.
1

±
0.

1

F
G

0.6
±0.2

±0.1

COMMON GND AREA

1.0

φ0.9

0.
07

2.
2

4.
47

0.
6

±
0.

1

±
0.

1

±0.1

±0.05

( WITH BOSS ONLY )

CUT OUT PROHIBITION AREA.
BUT, IT IS AVAILABLE AFTER RESIST.

Product design and specification is subject to change for improvement without notice in advance. 
Please inquire to I-PEX representative for your confirmation.
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