
I-PEX Co.,Ltd.

CABLINE
®

-MS 0.3mm Pitch     Right Angle Stacking Type

【Applicable Cable Size】

32p, 40p, 44p, 50p

PLUG Connector Set (for Cable)

RECEPTACLE Connector Set
                                (for PC Board)

20394- 0 ** E - * *
③②

Parts Ordering (HOUSING) 

Parts Ordering (METAL COVER)

20395- 0 ** T - ** 
③①

④
2280-0 ** - **

SGC
AWG #42  ( 40p, 44p, 50p )

AWG #44  ( 32p, 40p, 44p, 50p )

Product

【Number of Position】

【Ordering Code】

②

①

①

① POS.

② Packaging

③

①

②

③

④④

【Material / Finish】

Parts Material Plating / Color

PLUG

RECEPTACLE

HOUSING
CONTACT

METAL COVER
HOUSING
CONTACT

SHELL
VACUUM CLIP

T
NON

04
01
02 Au

Sn ( 32p, 40p only )

Tray

32: 32pos  40: 40pos  44: 44pos  50: 50pos

Applicable
Cable Size

METAL
COVER
Finish

④

32p, 40p (for AWG#44), 44p, 50p

40p ( for AWG#42)

E
0

1
1
2
3
4

32: 32pos  40: 40pos  44: 44pos  50: 50posPOS.

Packaging Emboss Tape

Nickel 
Barrier

Without

With

SHELL
Finish

VACUUM CLIP
(V/C) Au ( Without V/C ) ※40p, 44p Only

Sn ( Without V/C ) ※32p, 40p Only

Au ( With V/C )

Sn ( With V/C ) ※32p, 40p Only

LCP  UL94V-0

COPPER ALLOY
COPPER ALLOY

LCP  UL94V-0

COPPER ALLOY
COPPER ALLOY

LCP  UL94V-0

BLACK
Au

Sn  or  Au
BLACK

Au
Sn  or  Au

BLACK

2010/05R4

・　Mating Height : 1.6mm

・　Applicable Cable Size : SGC AWG #44, AWG#42

・　W-Point Contact with High mating reliability

・　2.35mm Wide Slim PLUG Going through Small 
    Hinge Hole after Cabling

・　Easy Mating Operation with PLUG Guide Part-Design

・　Soldering connection
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RECEPTACLE
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POS. A B C D E F
32p
40p
44p
50p
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13.9
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RECOMMENDED FOOTPRINT PATTERN

MATED VIEW

Product design and specification is subject to change for improvement without notice in advance. 
Please inquire to I-PEX representative for your confirmation.
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