
I-PEX Co.,Ltd.

CABLINE
®

-UB ll 0.4mm Pitch      Right Angle Stacking Type

【Applicable Cable Size】

34p

PLUG Connector Set (for Cable)

RECEPTACLE Connector Set
                             (for PC Board)

20501- 034 E

Parts Ordering (HOUSING)

Parts Ordering (Cover)

20502- 034 T 
①

2708-034

SGC
AWG #42(Small Diameter), 
AWG #44, #46

Product

・　Mating Height：0.8mm
・　Applicable Cable Size：
    SGC AWG#46, AWG#44, AWG#42(Small diameter）

・　W-Point Contact with High mating reliability

・　Stable grounding characteristic by 
    multi point ground structure

・　Effective cable termination design for compact 
    design connector
・　Soldering connection

【Number of Position】

【Ordering Code】

①

① Packaging

【Material / Finish】

Parts Material Plating / Color

PLUG

RECEPTACLE

HOUSING
CONTACT

SHELL
COVER

CONTACT
SHELL

HOUSING

T Tray

LCP  UL94V-0

STAINLESS STEEL

STAINLESS STEEL

STAINLESS STEEL
COPPER ALLOY

LCP  UL94V-0
COPPER ALLOY

BLACK
Au
Au
Au

BLACK
Au
Au

① Packaging E Emboss Tape
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I-PEX Co.,Ltd.

CABLINE® -UB ll

PLUG

RECEPTACLE

Set P/N：20506-034T
20502-034T 2708-034
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Product design and specification is subject to change for improvement without notice in advance. 
Please inquire to I-PEX representative for your confirmation.
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